MONITOUCH V8 series
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High visibility and stability of SVGA.
Offers you high performance.

All information at the production site is displayed on
the XGA wide screen! Flagship model in V8 series.

V812 ..

High-performance model SVGA 65,536 colors
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V812 models
V812 S D—[Power supply specifications] N/A: AC100-240V specifications D: DC24V (CE/UL/cUL approved)

Touch switch specifications] N/A: Analog resistive switch M: Matrix resistive switch

V815 models

V815iX D—[Power supply specifications] N/A: AC100-240V specifications D: DC24V (CE/UL/cUL approved)

V8151X
V8151 XD

Functional specifications] N/A: Without built-in LAN port, without optional unit port
i: With built-in LAN port, with optional unit port

Communication units Optional units 5 Display size 15 inches L ) . ; 5 Display size 12.1 inches
P! 5 Display device TFT color LCD Communication units Optional units § Display device TFT color LCD
* OPCN-1 * Video input + RGB input %5 Resolution 1,024x768 dots * OPCN-1 + Video input + RGB input 5 Resolution 800x600 dots
. . i) [
* T-Link CU-xx * RGB input (2ch) & Display colors 65,536 colors(without blinks)/32,768 colors(with blinks) * T-Link CU-xx + RGB input (2ch) 2 Display colors 65,536 colors(without blinks)/32,768 colors(with blinks)
* CC-Link P * Video input + sound output -é Display memory FROM (12.5MB) + CC-Link 4 « Video input + sound output -z Display memory FROM (12.5MB)
+ Ethernet \ o * RGB input + sound output @  Backup memory SRAM (512KB) * Ethernet \ s + RGB input + sound output O Backup memory SRAM (512KB)
* PROFIBUS-DP ~ # * RGB output + sound output RS-232C, RS-422/485, Asynchronous * PROFIBUS-DP ~ # + RGB output + sound output RS-232C, RS-422/485, Asynchronous
+ DeviceNet o * Sound output D-Sub 9-pin Data length: 7 bits, 8 ‘bilts, Parity: even, odd, none - DeviceNet N~ - Sound output D-Sub 9-pin Data length: 7 t;:s sb!:;i_t?,b!:a;“gfteven, odd, none
« FL-net CN1 Stop bit: 1 bit, 2 bits « FL-net N1 op bit: 1 bit, 2 bits
. SX B Baud rate: 4800, 9600, 19200, 38400, Baud rate: 4800, 9600, 19200, 38400,
us 57600, 76800, 115200, 187500"bps * SX Bus 57600, 76800, 115200, 187500"'bps
RS-232C + RS-422/485(2-wire), Asynchronous RS-232C * RS-422/485(2-wire), Asynchronous
@ . » p e o f : iy
S Modular 8-pin Data length: 7 bits, 8 _bllts I.Darny.. even,odd,none N el g Modular 8-pin Data length: 7 t;ltts, it:ltf bl?‘tarzlt;é.'teven, odd, none
T MMI2 Stop bit: 1 bit, 2 bits 8 MIMI2 op bit: it, its
% Baud rate: 4800, 9600, 19200, 38400, 5 Baud rate: 4800, 9600, 19200, 38400,
- 57600, 76800, 115200bps = 57600, 76800, 115200bps
Ethernet 100BASE-TX /10BASE-T Built-in 100BASE-TX /10BASE-T Option
. . Ethernet e
Communication I/F Equipped Built-in (CU-03-3)
Extend I/F Equipped Communication I/F Equipped
CF card I/F Equipped Extend I/F Equipped -
USB I/IF Type A and B(Ver1.1) CF card I/F Equipped
Video (4ch) GU-00 USB I/F Type A and B(Ver1.1)
Ethernet RGB input GU-01 . . Video (4ch) GU-00 =
RGB output GU-02 Serial connection RGB input GU-01 -
(%] i
£ Video (2ch)+RGB nput GU-10 Modular 8-pin (PN _ RGB output GU-02 -
S RGB input (2ch) GU-11 *PLC +VLink £ Video (2ch)+RGB input GU-10 -
Sound output GU-00 ~ 03 + Temperature controller/ + Touch switch g RGB input (2ch) GU-11 _
Serial connection Serial connection Communication unit CU-00 ~ 08 Inverter + PLC ladder transfer Ethernet CF Card Sound output GU-00 ~ 03 =
D-Sub 9-pin TN Modular 8-pin [T 1/0 unit V-1/0 + Card recorder (CREC) - Modbus slave Serial connection ar Communication unit CU-00 ~ 08
.PLC *PLC + V-Link % CE Mar.kzing'z EN61000-6-2, EN61000-6-4 + Bar code reader + Printer (serial) D-Sub o-pin [T VO unit_ . V-1/0
- Temperature controller/ | * Temperature controller/ - PLC ladder = Ul/eUL UL508 * V-0 .PLC % CE Markzlng EN61000-6-2, EN61020'6'4
g . o 3 x .
Inverter Inverter transfer £ Marine Stlanda'(ds NK, LR, DNV, ABS', BV, CCS, GL - Temperature controller/ g UL/‘cUL s UL508/UL1604
. General PC + Card recorder (CREC) « Modbus slave O RoHS directive Complied Inverter g Marine Stvandalrds NK, LR, DNV, ABS.’ BV, CCS, GL
. Bar code reader - Bar code reader + Printer (serial) *1 When connected with SIEMENS MPI . General PC O [RohSidirective Complied
* V-0 “2 Only with 24V DC models - Bar code reader j *1 When connected with SIEMENS MPI
*3 If you need a unit that complies with the marine standards, please contact us. *2 Only with 24V DC models
. *3 Contact us if UL1604 needs to be supported.
Legend of icons *4 If you need a unit that complies with the marine standards, please contact us.
Display size Back PSTY) Display P Display Display FROM SRAM £ Serial Ethernet Communication CF card UsB Power M Analog switch / Video RGB Sound Option
(inches) light device resolution 144 colors capacity Ll (byte) serial [ivlelqd 100BASE-TX/10BASE-T U unit I/F IIF IIF Supply Matrix switch input input/output output
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