
Specifications

Note: All Specifications are subject to change without prior notice!

7" Flat Panel PC - W07ID8C-PCM1   
Fanless designMechanical  Design

Input / Output :

Rev. Reasons Revised Date

Revised Date:12/19/2013

1.0
1.1

First release
Spec change

Nov-13-13
Dec-19-13

System :

:

:

:

:

 Intel® Atom™ Processor Dual Core N2600 1.6 GHz

Intel NM10 Chipset

2GB SODIMM DDR3-800

32GB SATA SSD

Processor

System Chipset

System Memory

Storage

:

:

:

:

:

:

:

 7" TFT (Wide Screen)

1024x600

250 cd/m (typ)

700 : 1 (typ)

-75~75 (H); -75~70(V)

262K (6bit)

Projective Capacitive Touch (up to 4-point)

Size / Type

Resolution

Brightness

Contrast Ratio

Viewing Angle

Max Colors

Touch

: Windows Embedded Std.7-WS7P (Optional)

Windows 7 Professional Embedded (Optional)

Windows XP Embedded (Optional)

Operating System

:

:

:

 0 deg.C to 50deg.C

30% to 90% (non condensing)

Front IP65

Operating Temperature

Operating Humidity

IP Rating

:

:

:

 Fanless design

VESA Mount (75x75mm)

189.4 x 145.4 x 32.3 mm

Cooling System

Mounting

Dimensions (W x H x D)

:

:

 12V DC input

PoE (Power over Ethernet / 802.3AT)

15W (typ.)

Power Input

Power Consumption

:

:

:

:

:

:

:

:

 1 x RJ 45-10/100/1000 Mbps 

(PoE, on back cover)

2 x USB 2.0

2 x DI , 2 x DO (COM/NC/NO) 

(Phoenix type, default)

1 x RS232/422/485 selectable 

(Phoenix type, alternative with DIDO)

1 x Power Button

1 x 3-Pin Terminal Block (Phoenix Type)

1 x MicroSD Card Slot 

(on board, inside the housing)

1 x 2M Pixel Camera with built-in Mic 

Ethernet

USB

Digital IO

COM Port

Button

Power

Extendable Storage

Camera

Environment Considerations :

Power Specifications :

Display Spec ::

Mechanical Specification :

• 7” 1024 x 600 Resolution with P-Cap Multi-touch screen

• Low-Power system with Intel Atom N2600 processor

• Fanless cooling system and Ultra-low power consumption

• Phoenix Type Digital I/O (alternative with COM port)

• Support PoE (Power over Ethernet) function

• Built-in R/G/B LED Light Bar 

• 2M Pixel Camera with built-in Microphone 

• Room Booking Schedule, Access Control, Room Information Display

• Front IP65 Water and Dust Proof

1. RJ-45 (PoE/LAN)

2. USB x 2

3. Digital I/O or RS232/422/485

4. 12V DC IN

5. Power Button
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OSBSP Driver Support :

PIN DIDO COM  

1 COM0 DCD4/485TXRX_A-  

2 NO0 SRD4/485TXRX_A+ 

3 NC0 STD4/422RX_A+ 

4 DI0 DTR4/422RX_A- 

5 GND GND 

6 COM1 NDSR_A 

7 NO1 NDTS_A 

8 NC1 NCTS_A 

9 DI1 NRI_A 

10 GND GND 


